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TECHNICAL FEATURES AND OPTIONS

Interchange Sealing Connection
description system
ISO 16028
(for the Nitrile NBR Push
couplings)
Available Material Available
sizes /treatment threads
from 1/2” ﬁ Carbon steel SAE - JIC
to 3/4” /Cr3
Operating Locking Flow rate
pressure mechanism
. Up to 200 L/Min
Up to 350 bar Locking ball +
- Safety Lock
Temperature Valving style Connection
° <-®4> under pressure
«, Flat face
-20°/+100° # Connection: One side -

BENEFITS

HOW TO USE

Both side if use with APM/
AHD (see Benefits).
Disconnection: Allowed
(see Benefits).

User friendly pressure relief system (knob) allows for easy connection and disconnection
with residual pressure.

The patented Stucchi design system drains the residual pressure to connect/disconnect
safely and without effort.

Please use in conjunction with APM series or AHD series to be able to connect

with the matching side (attachment) under residual pressure.

Low cost field replacement spare kits for couplers and valve.

Flat face is easy to clean, reducing the inclusion of contamination to the hydraulic circuit.
Minimal fluid spillage during disconnection, reducing fluid spillage to the environment.
Minimal air inclusion during connection.

Patented internal valve design creates minimal pressure drop, maintaining circuit efficiency in the system
Good resistance to pressure impulses.

Compact slim and flexible design (possible to use different sizes of couplings).

Safe and simple to use.

Bracket for electrical connector (kit plate + screw included in the box).

Before to connect, clean the mating surface of the couplings to avoid dirt inclusion in the circuit.
Drain the residual pressure pulling the knob out and up to drain the residual pressure of upper
coupling, down to drain the residual pressure of lower coupling.

To connect push the male half towards the female half or viceversa.

Atter connection tum the external sleeve to engage safety lock function, to prevent accidental disconnection.

To disconnect pull back the sleeve of the female
In case of residual pressure, before uncoupling drain the residual pressure pulling the knob out and up
to drain the residual pressure of upper coupling, down to drain the residual pressure of lower coupling.

71

TEST ESEGUITI IN CONFORMITA' A ISO 7241-2
TEST IN ACCORDANCE WITH IS0 7241-2
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FLUIDO: OLIO IS0 V632 FLUID: OIL IS0 V632
TEMPERATURA: 40°C AP (Bﬁr) TEMPERATURE: 40°C
VISCOSITA': 28,8-35,2 mn/s VISCOSITY: 28,8-35,2 mn’/s
1Bar=0,1 MPa
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SATURNGERIES

PERFORMANCES

Stucchi’

Size

Series/Size Max. flow suggested

Spillage*

Inch mm (IS0) I/min GPM mi

1/2 12,5 SATURNDN13 i 90 23,85
5/8 16 SATURNDN15 i 148 39,22
3/4 19 SATURNDN17 i 200 53

Size : Series/Size :

Max. operating pressure

upled Male :
Inch MPa ps MPa psi MPa
1/2 | SATURNDN13 | 35 5075 i 33 4785 | 33
5/8 i SATURNDN15 | 35 5075 i 33 :

3/4 | SATURNDN17 | 35 5075 i 33

*Spillage is an indicative value of the fluid loss during disconnection

(according to ISO 7241-2 test method)

Upon request, different configurations available (see specific table)

Max. residual pressure

Male : Female
psi MPa MPa
4785 | 25 3625 | 25 3625
4785 i 25 3625 | 25 3625
4785 | 25 3625 | 25 3625

Temperature range:
Seals in NBR (Nitrile) : from -20 °C to +100 °C ( from -4 °F to +212 °F).
Please read carefully “instruction and warning” for proper selection of the products.

Tests:
The Saturn Block have been tested at impulse with max. operating pressure for
1.000.000 impulses according to ISO 7241-2 in connected position.

A defect, a wrong choice or an improper use of products, can cause injury to persons, animals and objects.
Connect under pressure products are suitable to be connected under residual (static) pressure.
Never connect or disconnect with dynamic pressure (e.g. pump on).
Do not relieve pressure:

- When the attachment is not in the rest position

- During operation of the attachment (due to danger of unexpected movement of the attachment)
Connection with residual pressure (pressure trapped in the circuit) allowed with female to drain.
Do not use the female coupling disconnected with high impulse pressure.
Do not couple-uncouple with flow in the circuit.
Do not couple-uncouple when the temperature inside of the circuit is higher than 80 °C (176 °F).
Check the maximum allowable working pressure of the port in use.
It is important to limit contamination in the circuit to avoid compromising the function of the internal valves.
Make sure that the medium used is compatible with seal and material as indicated for each series.
In case of doubt please contact Stucchi Technical Support.

The interchangeability is mentioned under the assumption that the manufacturer of the considered products has not changed any dimension.
It is MANDATORY to read and closely follow the instructions. Last updated version always apply at time of installation, see latest written Instructions on

Stucchi website (www.stucchi.it) before selecting or using Stucchi products.

7?2




Stucchi’

SATURNGERIES

HOW IT WORKS

To release the pressure:

@ Pull the lever

+
@ Push up to release the pressure on the upper line
Push down to release the pressure on the lower line
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HOW TO ORDER, PRODUCT DEFINITION

1.Topline f--------- > €---mmmmma- 4. Port Top line
2. Drainline [----- :
Rt
LEVER @ FbFeeemmmeeeeaa- > <<------ 5. Port Bottom line
3. Bottomline @ f--------- >

Item Code Drain Line Bottom Line adaptor Bottom Line

Descriptive Code

Top Line adaptor Top Line

SATURN CASTING MF13-M9 808800102 LEFT MALEDN13 1727 MALEDN9  3/8" : FEMALEDN13 172 3/4” JIC (long adaptor) 3/4” JIC (short adaptor)
SATURN CASTING MF15-M9 808800103 LEFT MALEDNTS 5/ MALEDN9  3/8" : FEMALEDN1S 58" 3/4” JIC (long adaptor) 3/4” JIC (short adaptor)
SATURN CASTING MF17-M13 808800104 LEFT MALEDNT7 34 MALEDN13 172" : FEMALEDN17  3/4” 3/4” JIC (long adaptor) 3/4” JIC (short adaptor)
SATURN CASTING MF17-M9 808800105 LEFT MALEDNT7 347 MALEDN9  3/8" : FEMALEDN17 ~ 3/4 3/4” JIC (long adaptor) 3/4” JIC (short adaptor)
SATURN CASTING LEFT MF17-M9 808800106 RIGHT MALEDNT7 34 MALEDN9  3/8" : FEMALEDN17 ~ 3/4” 3/4” SAE 3/4” SAE
SATURN CASTING LEFT MF13 - PLUG 808800107 RIGHT MALEDN13 1727 PLUGGED FEMALEDN1S 172" 3/4” SAE 3/4” SAE
SATURN CASTING LEFT MF13-M9 ADAPT.: 808800108 RIGHT MALEDN13 1727 MALEDN9 ~ 3/8" : FEMALEDN13 172 3/4” JIC (short adaptor) 3/4” JIC (short adaptor)
SATURN 1 MF13-M13 808800109 LEFT MALEDN13 1727 MALEDN13 172" : FEMALEDN13 172" 3/4” SAE 3/4” SAE
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SATURNGERIES Stucehi

OVERALL DIMENSIONS
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Descriptive Code : Length Length Hex Hex

mm__inch mm _inch : mm inch mm _inch : K

760 $299 1 1840} 720 ciato it iBiorof 106} 431 | 950
SATURN DN15 PG io037i 775 760 299 P | i1840F 724 3 C i 410 161 B i 2703 1,06 444 i 978
SATURN DN17 o io0i7s iarie0 f209 f i fea0i v i ciago et EBEs0i126i 505 F e

SATURN DN13 f6 1968} 775
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SATURNGERIES

SPARE KIT SEAL FOR MALE

Body Size

3/8”
1/2”
5/8”
3/4”

Stucchi’

Repair kit / OR+BK
Description  Part Number

iM A9 (drain ling) ; 815700337
{ MALEDIN13 | 815700339
{ MALEDIN5 } 815700341
{ MALEDIN17 815700343

0-Ring in NBR
BackUp in Teflon®

REPAIR KIT FOR SATURN SERIES

Body Size Descriptive Code

1/2”
1/2”
5/8”
5/8”
3/4”
3/4”
3/8”
1/2”

Backup ring
(Teflon®)

0-ring

Repair kit

i FA13HDS 1’ ORFS (DIN13
MA13HD 1’ ORFS (DIN13
F A15HDS 1’ ORFS (DIN15
MA15HD 1’ ORFS (DIN15
FA17 1’ ORFS (DIN17)
MA17 1’ ORFS (DIN17)
M A9 1/2 SAE EXT
MA13RN 1/2 SAE EST
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=
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REPAIR KIT VALVE GROUP

Part Number

808313030
808313001
808313032
808313003
801313010
801313011
801304033
801304049
815700866

Legend

1
2
1
2
1
2
3
3
4

Male or Female coupling can be mounted indifferently either on the top or bottom port

For complete technical information see www.stucchi.it or contact info@stucchi.it - STUCCHI S.p.A. - July 2017 - All right reserved.
The texts, data and illustrations indicated in this catalogue, may be changed by Stucchi S.p.A at any time without notice. (CAT SATURN - EN REV.2).
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